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› Thanks to its sophisticated identification software, the F-238 identifies
any suspended target, such as fishes, showing them on the screen as
fish icons, with the digital readout of the depth above them.
Experienced users can anyway disable this feature at any time, getting 
on the screen the actual echo returns, that show on the screen important 
details such as thermoclines, baitfish and fish movements.

The handy menu system, with its ‹
 intuitive 4-tab interface, allows users to 

easily and rapidly access all the advanced 
functions of F-238.

These menus can be displayed in any
of 21 available languages

High performance fishfinding has
never been so affordable

u	The brand new Condor F-238 raises the bar in terms 
of its quality-to-price ratio for a compact fishfinder. 
With its fast new processor and high-sensitivity 
receiver, this unit boasts performance that has 
previously been available only with much more 
expensive fishfinders.

u	The advanced autorange function of Condor F-238 
frees fisherman of the need to worry about range 
adjustment. Now you can focus entirely on fishing.
All suspended targets, especially fish, are 
automatically displayed by this unit’s sophisticated 
identification software, and appear on the screen as 
fish icons, with a digital readout of their depth. The 
high-tech, very sensitive receiver, with its advanced 
automatic gain-control system, offers surprisingly 
good depth performance.

u	The large 4.3” screen provides perfect visibility at 
any angle and in all lighting conditions - even with 
polarized sunglasses. The white LED backlighting is 
fully dimmable, for ideal ease of nighttime viewing.

u	The compact housing of Condor F-238 easily fits into 
any dash board. The flexible mounting bracket allows 
it to be tilted and swiveled in any direction, while its 
single jack makes it possible to install and remove the 
unit quickly and conveniently.

› 200 kHz transom
transducer included.
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u FEATURES

< Large, high-contrast, 4.3” triple supertwist LCD screen
< High resolution 240 x 128 pixel with 4 levels of gray
< Operation frequency: 200 kHz
< Output power: 1200W (peak, 150W RMS)
< Depth capability of over 490 ft (150 m)*
< Sophisticated fish-recognition software that shows suspended targets,

such as fish, on the screen as symbols with a digital depth readout
< Large easy-to-read digital depth, temperature, and voltage readouts
< Automatic range control
< InstanTrackTM shows in a column at right the instantaneous sonar returns

in the form of signal-strength indicator bars
< Alarms: shallow water, fish, low battery
< Dual-function gray ShadelineTM bottom display, providing useful information 

about the nature of the water bottom
< High-intensity, fully dimmable backlighting for night use
< Stable memory retains all settings, even when the unit is turned off
< Hydrodynamic transom-mount transducer, with built-in temp probe,

20’ cable (6m), suitable for high boating speed
< Coverage angle 20° @ -10dB (90° for fish searching)
< Outstanding depth performance, thanks to the high-sensitivity

receiver, capable of revealing even the weakest echo signals from the 
column of water below the boat

< Single-plug connector, for fast installation and removal
< Compact waterproof housing fits any type of dash,

allowing easy mounting in any location 
< Tilting and swiveling base is a standard feature, allowing the

fisherman to orient the unit at any angle and in any direction
< Multilingual menu system, with 21 memorized languages 
< Operating voltage: 12 V
< Dimensions: 7.5” x 4.3” x 3.9” (190 x 110 x 98 mm)

A genuine breakthrough
in fishfinder price-to-value ratio

A high-tech fishfinder
at an incredible price

200 kHz Fishfinder



Europesca marine electronics  I  www.europesca.it4

u FEATURES

< Large, high contrast, 4.3” triple supertwist LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 240 x 128 pixel with 4 levels of gray
< DualCone exclusive technology, for the widest coverage
 in fish searching
< Dual frequency 83/200 kHz operation
< Output power: 1500W peak (188W RMS)
< Depth capability of over 500 ft (160 meters)*
< Hydrodynamic transom mount 83/200 kHz DualCone transducer

with cone angles of 20°/ 60° @ -10dB (90°/ 120° for fish searching), with 
built in temp probe, 20’ cable (6m), suitable for high boating speed

< Sophisticated Fish-recognition software with the digital
 readout of the depth above fish symbols
< Memory that keeps all the settings even when the unit is switched off
< Dual function gray ShadelineTM, that gives relevant information about
 the nature of the bottom
< Automatic range feature
< Outstanding depth performance, thanks to the high sensitivity receiver
< Image of instantaneous echo in column
< Alarms: shallow water, fish, low battery
< High intensity, fully dimmable backlighting for night use
< Multilingual menu system, with 21 memorized languages
< Operating voltage: 12 V
< Dimensions: 7.5” x 4.3” x 3.9” (190 x 110 x 98 mm)

83/200 kHz Fishfinder

Dual Cone technology:
a detailed view with a wide coverage area
• The precision of the 20° cone beam provides 

high accuracy returns allowing a detailed view of fish,
structure and bottom profile

• The broad 60° cone beam provides wide search area
 for fish and bait fish

The 60° cone beam provides a circle coverage ‹
whose diameter is equal to 1.15 times your depth.

The unit can be either set ‹
for single cone operation,

large 83 kHz or narrow 200 kHz,
at your convenience,

or for DualCone scanning,
as shown in this image. 
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The floating transducer is suitable for 
standing fishing. Thanks to two theaded 
brass inserts on the back, it can be easily 
mounted on radio-controlled bait boats

for Carp-fishing.

› The unit can be conveniently
folded into the battery box
for carrying it more easily.

All the advanced features of the Condor 242 dc with the advantage
of the portability, thanks to the waterproof battery pack

                       (uses 8AA batteries) 

The advantages of the
exclusive DualCone fishfinding technology
in a compact and affordable unit! 

u	The newest Condor 242 dc gives you all of the advantages of a wide-angle fishfinding 
in a convenient compact housing.

u	Thanks to its dual frequency 83/200 kHz engine, and to the special DualCone hydrodynamic 
transom mount transducer, included in the package, it can reach the 
amazing coverage angle of 120° for fish searching (nominal 60° @ -10dB). 
With the Condor’s exclusive DualCone technology, you can scan a wider 
area below your boat, for an unprecedented fish searching capability, 
and bigger catches!

u	The large 4.3” triple supertwist LCD screen of Condor 242 dc provides crisp and clear 
images and is perfectly viewable from any angle and in any light condition, even wearing 
polarized sunglasses. The tilting and swiveling base allows the display to be oriented 
quickly in any direction for the most convenient use. The dimmable white led backlighting 
allows perfect viewing in all light conditions and during the night.

u	Thanks to its compact housing, the Condor 242 dc can easily fit on any dash board, 
while its single power-transducer jack means installing and removing the unit takes only 
a matter of seconds.

The suction cup transducer is suitable for 
transom mounting on any kind of boat, so it 
is particularly well suited for rented boats.The Condor 242 dc portable is available ‹

in two different versions,
with floating transducer or with

suction cup transom transducer.
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A true 50/200 kHz dual frequency 
fishfinder at an incredibly low price

u	The Condor 245 df sets new standards in compact 
fishfinder performance. Its powerful
dual-frequency 50/200 kHz electronics, in 
combination with the high-sensitivity receiver, will 
allow depth performance never before seen in 
such an affordable fishfinder.

u	The large, high-contrast, high-resolution screen 
of the Condor 245 df is perfectly viewable at any 
angle, even when wearing polarized sunglasses. 

u	A convenient menu system makes using the 
Condor 245 df very simple, providing quick access 
to all its advanced functions. These menus can be 
displayed in any of the 21 selectable languages 
available. A permanent internal memory preserves 
all settings, even when the unit is turned off. When 
you turn your Condor 245 df back on, all your 
favorite settings will still be there.

u	The standard transom-mount, dual-frequency 
hydrodynamic-profile transducer is easy to install, 
and it has a wide cone angle, ideal for fishfinding, 
and a built-in temp sensor that provides precise 
surface water temperature readouts.

› When set for 50/200 kHz
interlaced dual-frequency operating mode, 
the fish symbols appear on-screen in black 
or white, according to the frequency of 
the echo returns.

› The unit can be set 
for either single 
frequency operation, 
50 kHz or 200 kHz, at 
your convenience, or 
for dual frequency as 
shown in this image.

› 50/200 kHz transom
transducer included.
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u FEATURES

< Large, high contrast, 4.3” triple supertwist LCD screen
< High resolution 240 x 128 pixel with 4 levels of gray
< Operation frequency: 50/200 kHz
< Output power: 1800W (peak, 225W RMS)
< Depth capability of over 980 ft (300 m)*
< Sophisticated fish-recognition software that shows suspended targets,
 such as fish, on the screen as symbols with a digital depth readout
< Automatic range control
< InstanTrackTM shows in a column at right the instantaneous 
 sonar returns in the form of signal-strength indicator bars 
< Alarms: shallow water, fish, low battery
< Dual-function gray ShadelineTM bottom display, providing
 useful information about the nature of the water bottom
< High-intensity backlighting for night use
< Hydrodynamic transom-mount transducer, with built-in temp
 probe, standard feature, and suitable for high boating speed
< Coverage angle 12/35° @ -10dB (90° for fish searching)
< Outstanding depth performance, thanks to the high-sensitivity receiver,

capable of revealing even the weakest echo signals from the column of 
water below the boat

< High-quality single-plug connector, with quick-release system,
 for rapid mounting and removal
< Tilting and swiveling base, standard feature, allows you
 to orient the unit at any angle and in any direction
< Multilingual menus with a choice of 21 languages
< Operation voltage: 12 V
< Dimensions: 7.5” x 4.3” x 3.9” (190 x 110 x 98 mm)

50/200 kHz Fishfinder

› The menus can be displayed in any of the
21 available languages: English, Spanish, French, 
German, Italian, Portuguese, Dutch, Norwegian, 
Swedish, Danish, Finnish, Polish, Hungarian, 
Russian, Turkish, Greek, etc.
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200 kHz Fishfinder

Advanced functions
and high-tech receiver

in this new Condor
compact housing fishfinder

› The convenient “-” and “+” direct access keys, allow 
the user to exit the auto-range mode instantly and 
adjust the depth range manually, without opening any 
menu, with the touch of a single key. In the same 
way, it is possible to return to the automatic mode 
simply by pressing the “-” and “+” keys together. 

u FEATURES

< Large, high contrast, 5” LCD screen, provides perfect visibility 
 even with polarized sunglasses
< High resolution 320 x 240 pixel with 16 levels of gray
< Operation frequency: 200 kHz
< Output power: 1600W peak (200W RMS)
< Depth capability of over 650 ft (200 meters)*
< Sophisticated Fish ID recognition software with the
 digital readout of the depth above fish symbols
< Big digital depth, temperature and voltage readouts
< Adjustable chart speed
< Dual function gray Shadeline, that gives relevant information 
 about the nature of the bottom
< Keel offset function, for precision depth readouts
< Image of instantaneous echo in column
< Automatic range feature with direct control and instant switch to manual
< Multiple level zoom function, allows to enlarge the image at any scale
< Alarms: shallow water, fish, low battery
< Hydrodynamic transom mount transducer with built in temp probe,
 as standard, suitable for high boating speed, cable length 20 ft (6 m)
< Memory that keeps all the settings even when the unit is switched off
< High intensity, dimmable backlighting for night use
< TCG control with high sensitivity receiver, for outstanding depth performance
< Compact waterproof housing
< Multilingual menu system, with 21 languages: English, Spanish, French, 

German, Italian, Portuguese, Dutch, Norwegian, Swedish, Danish, Finnish, 
Polish, Hungarian, Russian, Turkish, Greek, etc.

< Operation voltage: 12 V
< Dimensions: 6.3” x 6.3” x 2.6” (160 x 160 x 65 mm)
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u	The new Condor 320 represents the latest 
achievement in fishfinding technology.

u	Thanks to the new Condor’s high sensitivity receiver, 
this new unit combines amazing depth capability with 
perfect, effective fish detection.

u	The bright high contrast screen of the Condor 320,
with its 320 x 240 pixels, provides high resolution 
images, with 16 gray levels. It is perfectly viewable in 
full sun light or when wearing polarized sunglasses. 
The white, dimmable LED backlighting, allows the 
screen of the Condor 320 to be viewed under any 
light conditions, which makes this unit especially 
suitable for night use.

u	A convenient window menu system makes using 
the Condor 320 extremely simple, guiding the user 
through all the advanced functions of the unit. The 
combination of the “OvalPad” on the top, with the 
six keys on the bottom, make access to the menu 
options extremely simple and intuitive.

u	Packed in a compact housing, the Condor 320 easily 
fits on any dash board. The use of a single plug for 
both power and transducer means installing and 
removing the unit takes only a matter of seconds.

High performance and a large high resolution
screen along with the convenience of a window 
menu system in this extremely affordable fishfinder!

› The Noise Filter function
reduces the undesired 
signals that come from your 
boat engine, turbulence or 
electrical sources.

The Condor 320 features ‹
 the Sensitivity function 

that helps you to 
determine how echoes 

will be displayed
on the screen.

200 kHz transom ‹
transducer included.
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High resolution, Dual Cone
and a windows menu
in an incredible fishfinder! 

u	The new Condor 322 dc incorporates the very 
latest fishfinder technology in a compact unit all at 
an extremely affordable price. Thanks to the special 
transom mount DualCone 83/200 kHz transducer this 
unit provides a very detailed description of what lies 
beneath the surface.
When searching the actual cone angle can be as 
much as 120°, making the Condor 322 dc a top 
performing fish searcher.

u	The large, high resolution 5” LCD screen of the 
Condor 322 dc, with its 320 x 240 pixels and

 16 levels of gray, provides perfect visibility in any light 
condition, even in sunlight or when wearing polarized 
sunglasses.
The white LED backlighting is dimmable and gives 
great clarity when used at night.

u	The windows menu system guides the user through 
all the advanced functions of the
Condor 322 dc, making using this unit very simple 
and intuitive. 

u	Single plug connector for both power and transducer 
enables installation and removal of the Condor 322 
dc in a matter of seconds, while the compact IPX7 
waterproof housing makes it perfectly suitable for use 
in marine environments.

› The Zoom Range lets you to enlarge some
certain depth segment, so that you can see 
small details at any deep level.

The Condor 322 dc features ‹
 the Sensitivity function that 
helps you to determine how 

echoes will be displayed
on the screen.83/200 kHz transom ‹

transducer included
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u FEATURES

< Large, high resolution, black and white 5” LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 320 x 240 pixel with 16 gray levels
< DualCone exclusive technology, for the widest coverage in fish searching
< Dual frequency 83/200 kHz operation
< Output power: 2400W peak (300W RMS)
< Depth capability of over 800 ft (240 meters)*
< Sophisticated Fish ID recognition software with the digital
 readout of the depth above fish symbols
< Big digital depth, temperature and voltage readouts
< Dual function Shadeline, that gives relevant information
 about the nature of the bottom
< Multiple level zoom function, to enlarge the image to any scale
< Automatic range feature with direct control and instant switching to manual
< Alarms: shallow water, fish and low battery
< Hydrodynamic transom mount 83/200 kHz DualCone transducer

with cone angles of 20°/ 60° @ -10dB (90°/ 120° for fish searching), with 
built in temp probe, 20’ cable (6m), suitable for high boating speed

< Memory that keeps all the settings, even when the unit is switched off
< High intensity, dimmable backlighting for night use
< TCG control with high sensitivity receiver, for outstanding depth performance
< Multilingual menu system, with 21 memorized languages
< Operation voltage: 12 V
< Dimensions: 6.3” x 6.3” x 2.6” (160 x 160 x 65 mm)

83/200 kHz Fishfinder

Dual Cone technology:
a detailed view with a wide coverage area
• The precision of the 20° cone beam provides 

high accuracy returns allowing a detailed view of fish,
structure and bottom profile

• The broad 60° cone beam provides wide search area
 for fish and bait fish

The 60° cone beam provides a circle coverage ‹
whose diameter is equal to 1.15 times your depth.
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u FEATURES

< Large, high resolution, black and white 5” LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 320 x 240 pixel with 16 gray levels
< Dual frequency 50/200 kHz operation
< Output power: 4000W peak (500W RMS)
< MultiPulse technology for exceptional depth capability
 of over 2100 ft (630 meters)*
< Sophisticated Fish ID recognition software with the digital
 readout of the depth above fish symbols
< Big digital depth, temperature and voltage readouts
< Dual function Shadeline, that gives relevant information about
 the nature of the bottom
< Automatic range feature with direct control and instant
 switching to manual
< Multiple level zoom function, to enlarge the image to any scale
< Keel offset function, for precision depth readouts
< Image of instantaneous echo in column
< Alarms: shallow water, fish and low battery
< Transom mounted hydrodynamic 50/200 kHz dual frequency
 transducer with built in temp probe included
< Memory that keeps all the settings, even when the unit is switched off
< High intensity, dimmable backlighting for night use
< TCG control with high sensitivity receiver, for outstanding depth performance
< Multilingual menu system, with 21 languages: English, Spanish, French,

German, Italian, Portuguese, Dutch, Norwegian, Swedish, Danish, Finnish, 
Polish, Hungarian, Russian, Turkish, Greek, etc.

< Operation voltage: 12 V
< Dimensions: 6.3” x 6.3” x 2.6” (160 x 160 x 65 mm)

50/200 kHz Fishfinder

Outstanding depth performance,
advanced functions,

and a large brilliant screen,
all packed in a compact high-tech fishfinder

A combination of ease of use,
50/200 kHz dual frequency

and affordability
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Astonishing depth performance 
with an high-definition screen! 

u	The newest Condor 325 df sets a new standard in 
fishfinders cost-to-performance ratio.

u	Equipped with the same new Condor exclusive 
MultiPulse technology as its color brother, this 
new unit combines amazing depth capability at a 
surprisingly affordable price. The target discrimination 
remains excellent, thanks to the sophisticated “auto” 
sensitivity feature that adjusts in real time all the 
parameters of the unit to produce the best possible 
image at any time on the screen.

u	The ease of use is guaranteed by the convenient 
window menu system that makes using the 
Condor 325 df extremely simple and intuitive.

u	The crisp, 16 gray levels, 320x240 pixels high 
resolution screen of the Condor 325 df provides clear 
and crisp images, and is perfectly viewable in full sun 
light and when wearing polarized sunglasses. 

u	The exclusive direct access “-” and “+” range keys, 
allow the user to exit the auto-range mode instantly 
and adjust the depth range manually, with the touch 
of a single key. In the same way, it is possible to 
return to the automatic mode simply by pressing the 
“-” and “+” keys together. 

u	Thanks to its compact housing, the Condor 325 df 
easily fits on any dash board, while the convenient 
single plug for both power and transducer, allows the 
quick installation or removal of the unit for storage.

In the double frequency ‹
 mode the detected targets 

are shown either in black
or white fish symbols, 

according to the frequency
of the relative echo.

› Thanks to the dual frequency 
function you can choose the working 
frequency at your own pleasure.
In the single frequency mode the targets 
are displayed with black (200 kHz) and 
withe fish symbols (50 kHz).

50/200 kHz transom ‹
transducer included.
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High sensitivity and astonishing 
resolution along with an 
incredibly crisp, high-definition 
screen of 480 vertical pixels
and 65536 colors! 

u	The new Condor 340c includes the latest 
achievement in fishfinding technology. 

u	Thanks to it’s high sensitivity receiver, this new unit 
combines an amazing resolution with effective fish 
detection.

u	The bright color screen of the Condor 340c with its 
480 vertical pixels, provides high resolution, clear and 
crisp color images, with 16 bit color depth (65536 
colors). Thank to TFT technology, it is perfectly 
viewable, even in full sun light or when wearing 
polarized sunglasses. 

u	A convenient window menu system makes using the 
Condor 340c extremely simple and intuitive, guiding 
the user through all the advanced functions of the 
unit. The convenient “-” and “+” direct access keys, 
allow the user to exit the auto-range mode instantly 
and adjust the depth range manually, without opening 
any menu, with only the touch of a single key. 

u	The hydrodynamic transom mount transducer of the 
Condor 340c has a built-in water surface temperature 
sensor, and provides excellent performance at all 
boating speeds, up to 40 knots.

u	Packed in a compact housing, the Condor 340c 
easily fits on any dash board. The use of a single plug 
for both power and transducer means installing and 
removing the unit takes only a matter of seconds.

The convenient menu system, ‹
with its intuitive windows-like 

interface, allows you to access 
all the advanced functions

of Condor 340c easily
and quickly. 

› The Color Line function allows
you to enhance target separation 
and gives your relevant information 
about the bottom composition.

200 kHz transom ‹
transducer included.
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u FEATURES

< Large, high contrast, 4.3” color TFT LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 480 x 272 pixel with 65.536 colors
< Operation frequency: 200 kHz
< Output power: 1600W peak (200W RMS)
< Depth capability of over 650 ft (200 meters)*
< 3 color display modes, including night view mode
< Sophisticated Fish ID recognition software with the
 digital readout of the depth above fish symbols
< Dual function color line, that gives relevant information about 
 the nature of the bottom
< Image of instantaneous echo in column
< Automatic range feature with direct control and instant switch to manual
< Multiple level zoom function, allows to enlarge the image at any scale
< Alarms: shallow water, fish, low battery
< Three selectable background colors (white, blue, black)
< Hydrodynamic transom mount transducer with built in temp
 probe, as standard, suitable for high boating speed, cable length 20 ft (6 m)
< Memory that keeps all the settings even when the unit is switched off
< High intensity, dimmable backlighting for night use
< TCG control with high sensitivity receiver, for outstanding depth performance
< Multilingual menu system, with 21 languages
< Operation voltage: 12 V
< Dimensions: 6.3” x 6.3” x 2.6” (160 x 160 x 65 mm)

200 kHz Fishfinder

› The menus can be
displayed in any of the 
21 available languages: 
English, Spanish, 
French, German, Italian, 
Portuguese, Dutch, 
Norwegian, Swedish, 
Danish, Finnish, Polish, 
Hungarian, Russian, 
Turkish, Greek, etc.

› The Condor 340c has three different alarms 
that instantly inform you about the
fish identification, the shallow water
and the battery voltage.
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u FEATURES

< Large, high contrast, 4.3” color TFT LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 480 x 272 pixel with 65.536 colors
< DualCone exclusive technology, for the widest coverage in fish searching
< Dual frequency 83/200 kHz operation
< Output power: 2400W peak (300W RMS)
< Depth capability of over 800 ft (240 meters)*
< 3 color display modes, including night view mode
< Sophisticated Fish ID recognition software with the
 digital readout of the depth above fish symbols
< Image of instantaneous echo in column
< Automatic range feature with direct control and instant switch to manual
< Multiple level zoom function, allows to enlarge the image at any scale
< Dual function color line, that gives relevant information about the nature
 of the bottom
< Alarms: shallow water, fish, low battery
< Three selectable background colors (white, blue, black)
< Hydrodynamic transom mount 83/200 kHz DualCone transducer

with cone angles of 20°/ 60° @ -10dB (90°/ 120° for fish searching), with 
built in temp probe, 20’ cable (6m), suitable for high boating speed

< High intensity, dimmable backlighting for night use
< TCG control with high sensitivity receiver, for outstanding depth performance
< Multilingual menu system, with 21 memorized languages
< Dimensions: 6.3” x 6.3” x 2.6” (160 x 160 x 65 mm)

83/200 kHz Fishfinder

Dual Cone technology:
a detailed view with a wide coverage area
• The precision of the 20° cone beam provides 

high accuracy returns allowing a detailed view of fish,
structure and bottom profile

• The broad 60° cone beam provides wide search area
 for fish and bait fish

The 60° cone beam provides a circle coverage ‹
whose diameter is equal to 1.15 times your depth.

83/200 kHz transom ‹
transducer included.
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Condor’s exclusive DualCone fishfinding technology  
in a compact and affordable fishfinder!

u	The new Condor 342c dc takes Condor’s fishfinding 
technology to a new level.

u	With an exclusive Dual Cone transducer and a 
powerful dual frequency 83/200 kHz fishfinder, 
this new unit provides exceptional performance in 
mapping sub surface conditions. With a scanning 
potential up to 120° this unit is particularly well suited 
for fish searching.

u	The high resolution color screen with 480 vertical 
pixels boasts a 16 bit color depth, and provides 
extremely crisp and brilliant images. With TFT 
technology the screen gives clear images when 
viewed from any angle and in any light condition 
(even in full sunlight) or when wearing polarized 
sunglasses.

u	The convenient self-explanatory menu windows make 
using the Condor 342c dc very simple and intuitive 
even for inexperienced users thanks also to the 
convenient “OvalPad” and the six keys below. 

u	The dual frequency transom mount transducer has 
a built in temperature sensor that gives a readout 
of the surface water temperature on the display. 
The compact housing of the Condor 342c dc is 
waterproof with IPX7 level, and easily fits on any 
dash and the single plug connector for both power 
and transducer enables the unit to be installed or 
removed in seconds.

The menus can be displayed in any ‹
of the 21 available languages:

English, Spanish, French, German, Italian, Portuguese, 
Dutch, Norwegian, Swedish, Danish, Finnish, Polish, 

Hungarian, Russian, Turkish, Greek, etc.

› The convenient menu system,
with its intuitive windows-like 
interface, allows you to access all the 
advanced functions of Condor 342c dc
easily and quickly. 
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True 50/200 kHz dual frequency operation with incredible 
depth performance and a crisp, high-definition screen
of 480 vertical pixels and 65536 colors! 

u	The new Condor 345c df represents the latest achievement in 
fishfinding technology. 

u	Thanks to the new Condor’s exclusive MultiPulse technology, 
this new unit combines amazing depth capability with perfect, 
effective fish detection.

u	The bright color screen of the Condor 345c df, with its 480 
vertical pixels, provides high resolution, clear and crisp color 
images, and a 16 bit color depth (65536 colors). Thank to TFT 
technology, it is perfectly viewable, even in full sun light or 
when wearing polarized sunglasses. The white, dimmable LED 
backlighting, allows the color screen of the Condor 345c df to 
be viewed clearly under any light conditions.

u	A convenient window menu system makes using the 
Condor 345c df extremely simple and intuitive, and each 
function can be easily and conveniently accessed through a 
simple, self-explaining menu system. The combination of the 
“OvalPad” on the top, with the six keys on the bottom, make 
access to the menu options extremely simple and intuitive. 

u	The hydrodynamic 50/200 kHz dual frequency transom mount 
transducer of the Condor 345c df has a built-in water surface 
temperature sensor, and provides excellent performance at all 
boating speeds, up to 40 knots. 

u	Packed in a compact housing, the Condor 345c df easily fits 
on any dash board. The use of a single plug for both power and 
transducer means installing and removing the unit takes only a 
matter of seconds.

The convenient menu system, ‹
with its intuitive windows-like 

interface, allows you to access all 
the advanced functions of Condor 

345c df easily and quickly. 

› The unit can be either set for single frequency operation,
50 kHz or 200 kHz, at your convenience, or for dual 
frequency scanning, as shown in this image.
In this case, the digital depth indicated on the fish icon 
can be red or black according to the frequency of the 
detected echo.
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u FEATURES

< Large, high contrast, 4.3” color TFT LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 480 x 272 pixel with 65.536 colors
< Dual frequency 50/200 kHz operation
< Output power: 4000W peak (500W RMS)
< MultiPulse technology for exceptional depth capability
 of over 2100 ft (630 meters)*
< 3 color display modes, including night view mode
< Sophisticated Fish ID recognition software with the digital readout of the 
 depth above fish symbols
< Big digital depth, temperature and voltage readouts
< Dual function color line, that gives relevant information about 
 the nature of the bottom
< Automatic range feature with direct control and instant switch to manual
< Adjustable chart speed
< Multiple level zoom function, allows to enlarge the image at any scale
< Keel offset function, for precision depth readouts
< Image of instantaneous echo in column
< Alarms: shallow water, fish, low battery
< Three selectable background colors (white, blue, black)
< Transom mount hydrodynamic 50/200 kHz dual frequency 
 transducer with built in temp probe included, 20’ cable (6m)
< Memory that keeps all the settings even when the unit is switched off
< High intensity, dimmable backlighting for night use
< TCG control with high sensitivity receiver, for outstanding depth performance
< Multilingual menu system, with 21 languages
< Operation voltage: 12 V
< Dimensions: 6.3” x 6.3” x 2.6” (160 x 160 x 65 mm)

50/200 kHz Fishfinder

50/200 kHz transom ‹
transducer included.

› The convenient “-” and “+” direct access keys, allow 
the user to exit the auto-range mode instantly and 
adjust the depth range manually, without opening any 
menu, with the touch of a single key. In the same 
way, it is possible to return to the automatic mode 
simply by pressing the “-” and “+” keys together. 
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Wireless Fishfinder
u 250 Wi FEATURES

< Special “Freecast” sealed, battery-operated, wireless 115 kHz transducer
< Wireless operating range: max 130 ft (40m)

u 260 Bait FEATURES

< Wireless module with wide beam 115 kHz transducer
< Wireless operating range: max 1000 ft (300m)
< Monitoring and real-time display of the bait boat battery voltage

u COMMON FEATURES

< Depth capability: 2 ~ 100 ft (0.6 ~ 30m)
< Sonar beam angle: 80deg @-10db
< Automatic transducer power-on, by simply dipping it in water
< Water temperature sensor included in the transducer
< Radio frequency: 433.9 MHz
< Alarms: shallow water, fish, low battery
< Controls: Sensitivity, Depth Range, Noise Filter, Zoom
< Large, high contrast, 4.3” triple supertwist LCD screen,
 provides perfect visibility even with polarized sunglasses
< High resolution 240 x 128 pixel with 4 levels of gray
< Digital depth reading above each fish symbol
< High intensity, fully dimmable LED backlighting for night use
< Rugged portable case for a full protection of the fishfinder during
 storage or transport 
< Zoom function to magnify the sonar image
< Multilingual menu system, with 21 memorized languages
< Operational Temperature: 14°F ~ 122°F (-10°C ~ 50°C) 
< IPX7 level waterproof case design 
< Control box Power Supply: 6~12V
< Perfectly sealed waterproof battery pack
 (uses 8 AA alkaline batteries not included)
< Sonar unit size: 6” x 4.3” x 1.73” (153 x 110 x 44 mm)
< Portable case size: 10.3” x 5.9” x 3.85” (262 x 150 x 98 mm)
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High-Performance, 
sophisticated wireless portable 
fishfinders at an exceptionally 
affordable price!

1000ft

(300m)

Range

u	Il The new Condor 250 Wi represents the pinnacle in wireless 
fishfinding technology. Thanks to its unique wireless transducer, you 
can scan the surrounding area to a radius of up to 40 meters.The 
transducer is housed in a compact, sealed waterproof float with an 
inbuilt antenna which can be cast out like a lure with rod and reel.

u	The new Condor 260 Bait boat fishfinder satisfies the needs of 
the most sophisticated and demanding carp fisherman. Specifically 
designed for use with bait boats, the Condor 260 Bait now 
enables the carp angler to use his bait boat to map out the lakes in 
which they are fishing and to find all the hot spots. The radio unit 
contained within the unit is very powerful giving a radio range of up 
to 300 meters radius.

u	The waterproof base unit houses 8 AA size batteries which give 
many hours of operation. After use the display folds down into the 
base for protection and space saving and the whole unit can be 
carried by the integral carry handle.

u	The intuitive menu system can be set in any one of the 21 
languages programmed into the memory of the unit and 
makes both Condor 250 Wi and Condor 260 Bait very simple 
to use. Pressing the menu button reveals four windows giving 
access to the many different functions incorporated in this 
unit which can be easily selected by means of the “up” and 
“down” arrow keys. The settings remain stored in the internal 
memory of the unit once the power is switched off reducing the 
need to set it up again on the next outing.

u	Condor 250 Wi and Condor 260 Bait sophisticated identification 
software detects any suspended target and shows them on the 
screen in the form of fish symbols, with the digital readout of the 
depth above them. 

u	The high resolution LCD screen with 240 vertical pixels, provides 
very crisp images from any angle, and can be easily read in all 
light conditions, even in sunlight or when wearing polarized 
sunglasses. The white LED backlighting is dimmable and allows 
the unit to be used in low light conditions or during night use.
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Transom mount 200 kHz transducer T-910
- Compatible with Condor single frequency units
- Resistant plastic plug connector
- Integrated power cable
- 6 metres cable long
- Plastic transducer bracket with emergency secure removal

Transom mount 50/200 kHz transducer T-830
- Compatible with ‘df’ double frequency Condor units
- Rugged plastic plug connector
- Integrated power cable
- 6 metres cable length
- Plastic transducer bracket with automatic safety unlock

Transom mount 83/200 kHz transducer T-810
- Compatible with ‘ds’ double frequency Condor units
- Rugged plastic plug connector
- Integrated power cable
- 6 metres cable length
- Plastic transducer bracket with automatic safety unlock

Transom 83/200 kHz transducer for portable unit T-710
- Compatible with Condor 242dc Portable
- Rugged plastic plug connector
- 6 metres cable lenght
- Suction cup not included

Floating transducer 83/200 kHz for portable unit
- Compatible with Condor 242dc Portable
- Rugged plastic plug connector
- 6 metres cable long
- Integrated floating foam on the cable

B-45 thru-hull bronze transducer
The best dual frequency bronze transducer!
- Actual power of 600 watt
- Dual frequency df 50/200 kHz
- Through hull mount, no fairing block
- Connector suitable on Condor units with adapter cable

Adapter cable for thru-hull Condor transducers
- Power cable and transducer cable together
- Plug connector suitable on any Condor unit
- Shielded calbe for noise reduction

Suction Cup Kit for Condor transducers
- Transducer mounting without holes or screws
- Suitable for any of the Condor range transducers
- Perfect in combination with the portable kit bag

PW-92 - Surge Protection Filter
Very effective extra voltage protection filter.
It aloows to stop the extra voltages that come from teh alternator,
and that can reach even 180 Volts.
If used in combination with a lead acid battery (anti theft type) it sets 
up a true “life insurance” for your instrument.
Maximum current: 1 Ampere

Portable Bag Kit for fishfinders
Fits all Condor fishfinders, making them portable!
- Housing for a lead-acid battery 12V 7Ah (mm 151x94x65)
- Front door, that also acts as sun shield
- Anti-reflex black side shields
- Transparent front shield protects from the rain and splashes
- Rear door, for a quick access to the battery
- Two fishnet side pockets for accessories stowing
- Convenient back pocket (for manual, wallet, keys holders, etc.)
- Side adjustable rubber grip handle
- High quality materials finishing
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2 Series F-238 242 dc 245 df
Display 4.3” triple supertwist LCD screen 4.3” triple supertwist LCD screen 4.3” triple supertwist LCD screen

Resolution 240 x 128 pixel, 4 levels of gray 240 x 128 pixel, 4 levels of gray 240 x 128 pixel, 4 levels of gray

Backlight White LED White LED White LED

Output power 1200 W peak (150 W RMS) 1500 W peak (188 W RMS) 1800 W peak (225 W RMS)

Frequency 200 kHz 83/200 kHz 50/200 kHz

Depth Capability over 490 ft (150 m)* over 500 ft (160 m)* over 900 ft (300 m)*

Power Input 12 V 12 V 12 V

Temperature Standard Standard Standard

Main Functions IstanTrack, Shadeline, Zoom, 
Menu 4 or 21 languages

DualCone, IstanTrack, Shadeline, 
Zoom, Menu 21 languages

IstanTrack, Shadeline, Zoom,
Menu 21 languages

Alarms Fish, Shallow water,
Low battery

Fish, Shallow water,
Low battery

Fish, Shallow water,
Low battery

Unit Size (mm) 190 x 110 x 98
Waterproof with IPX7 level

190 x 110 x 98
Waterproof with IPX7 level

190 x 110 x 98
Waterproof with IPX7 level

3 Series 320 322 dc 325 df
Display 5” triple supertwist LCD screen 5” triple supertwist LCD screen 5” triple supertwist LCD screen

Resolution 320 x 240 pixel, 16 livelli di grigio 320 x 240 pixel, 16 livelli di grigio 320 x 240 pixel, 16 livelli di grigio

Backlight White LED White LED White LED

Output power 1600 W peak (200 W RMS) 2400 W peak (300 W RMS) 4000 W peak (500 W RMS)

Frequency 200 kHz 83/200 kHz 50/200 kHz

Depth Capability over 600 ft (200 m)*  over 800 ft (240 m)* over 2100 ft (630 m)*

Power Input 12 V 12 V 12 V

Temperature Standard Standard Standard

Main Functions
IstanTrack, Keel Offset, TCG, 
Shadeline, Zoom, Menu 21 
languages

DualCone, IstanTrack, Keel 
Offset, TCG, Shadeline, Zoom,
Menu 21 languages

MultiPulse, IstanTrack,
Keel Offset, TCG, Shadeline, 
Zoom, Menu 21 languages

Alarms Fish, Shallow water, Depth Fish, Shallow water, Depth Fish, Shallow water, Depth 

Unit Size (mm) 160 x 160 x 65
Waterproof with IPX7 level

160 x 160 x 65
Waterproof with IPX7 level

160 x 160 x 65
Waterproof with IPX7 level

3 Color Series 340c 342c dc 345c df
Display 4.3” color TFT LCD screen 4.3” color TFT LCD screen 4.3” color TFT LCD screen

Resolution 480 x 272 pixel con 65.536 colori 480 x 272 pixel con 65.536 colori 480 x 272 pixel con 65.536 colori

Backlight White LED White LED White LED

Output power 1600 W peak (200 W RMS) 2400 W peak (300 W RMS) 4000 W peak (500 W RMS)

Frequency 200 kHz 83/200 kHz 50/200 kHz

Depth Capability over 650 ft (200 m)*  over 800 ft (240 m)* over 2100 ft (630 m)* 

Power Input 12 V 12 V 12 V

Temperature Standard Standard Standard

Main Functions
Colorline, IstanTrack,
Keel Offset, TCG, Shadeline, 
Zoom, Menu 21 languages

DualCone, Colorline, IstanTrack,
Keel Offset, TCG, Shadeline, 
Zoom, Menu 21 languages

MultiPulse, Colorline, IstanTrack,
Keel Offset, TCG, Shadeline, 
Zoom, Menu 21 languages

Alarms Fish, Shallow water,
Low battery

Fish, Shallow water,
Depth

Fish, Shallow water,
Depth

Unit Size (mm) 190 x 110 x 98
Waterproof with IPX7 level

190 x 110 x 98
Waterproof with IPX7 level

190 x 110 x 98
Waterproof with IPX7 level

Portable 242 dc Portable
Display 4.3” triple supertwist LCD screen

Resolution 240 x 128 pixel with 4 levels of gray

Backlight White LED

Output power 1500 W peak (188 W RMS)

Frequency 200 kHz

Depth Capability over 500 ft (160 m)*

Power Input 12 V, box batterie 6~12 V

Temperature Standard

Main Functions
DualCone, IstanTrack,
Shadeline, Zoom, Menu 21 
languages

Alarms Fish, Shallow water, Depth

Unit Size (mm)
Sonar unit  153 x 110 x 44
Portable case 262 x 150 x 98
Waterproof with IPX7 level

Wireless 250 Wi 260 Bait
Display 4.3” triple supertwist LCD screen 4.3” triple supertwist LCD screen

Resolution 240 x 128 pixel 
with 4 levels of gray

240 x 128 pixel 
with 4 levels of gray

Backlight White LED White LED

Frequency 115 kHz
(Wireless Freecast Transducer)

115 kHz
(Wireless Box with Transducer)

Radio Frequency 433.9 MHz 433.9 MHz

Depth Capability 2 ~ 100 ft (0.6 ~ 30m)* 2 ~ 100 ft (0.6 ~ 30m)*

Wireless Range max 130 ft (40m) max 1000 ft (300m)

Power Input 6~12 V (8 AA alkaline batteries) 6~12 V (8 AA alkaline batteries)

Temperature Standard Standard

Main Functions Sensitivity, Depth Range, Noise 
Filter, Zoom, Menu 21 languages

Sensitivity, Depth Range, Noise 
Filter, Zoom, Menu 21 languages

Alarms Fish, Shallow water,
Battery voltage

Fish, Shallow water,
Battery voltage

Unit Size (mm)
Sonar unit 153 x 110 x 44
Portable case 262 x 150 x 98
Waterproof with IPX7 level

Sonar unit 153 x 110 x 44
Portable case 262 x 150 x 98
Waterproof with IPX7 levelTechnical Specifications

* Normally, fishfinders will show deeper readings in fresh water than in salt water. Actual depth capability depends on: 1) Transducer installation, 2) Plankton, 3) Salinity. In salt water, 
 air bubbles and zooplankton are the two most important factors affecting performance, and can change from day to day.

Also rotting plants, producing as much as 2 feet of muck, affects the performance of any fishfinder.
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Condor Marine
was founded by a group

of technicians who can boast
20 years of expertise in the

world of fishfinders.

We at Condor see things
from the fisherman’s point

of view. Every single
feature in our fishfinders is

designed to ensure genuine,
meaningful benefits for

anglers in real-life fishing
conditions.

That’s why Condor
fishfinders claim their best

performance where it
matters most…

on the water.

Products, features and specifications are the most recent available at the time of printing and are subject to change without notice. Condor Marine reserves the right to make changes 
and improvements in our products periodically without incurring the obligation to install such improvements and changes on equipment or items previously manufactured.

          the easiest way
to enjoy fishing


